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REACH & RoHS REV.| ECN/DESCRIPTION BY | DATE
COMPLIANT A0 NEW ZG.HU |2018.01.19
Al Terminal length changed ZG.HU |2021.02.01 F
*10.00 *13.00
- - ;
LIT T MATERIAL:
HOUSING: PBT,UL94V-0,BLACK.
& TERMINAL: PHOSPHOR BRONZE @¥=0.46MM,G/FU" GOLD PLATING. |
i 0 oq MACHANICAL:
j DURABILITY: 750 CYCLES MIN,12.5MM/MINUTE.
* INSERTION FORCE: 2.2KG.F MAX.
RETENTION STRENGTH : 7.7KG.F BETWEEN JACK AND PLUG. F
EHHH | < - OPERATING TEMPERATURE: -40C ~+85C.
oA e | JHHEA L STORAGE TEMPERATURE: -40°C~+85°C.
——— A ‘ ‘ i ALL CRITICAL DIMENSIONS WITH "*"
% U ‘ ELECTRICAL:
I | | VOLTAGE: 125 VOLTS AC.
Uy o Uyt CURRENT RATING : 1.5AMP.
<545 el 552 DIELECTRIC STRENGTH: 1000 VAC RMS 50HZ OR 60HZ,IMIN. E
10.00 -5 OO"‘ *4.84 INSULATION RESISTANCE: 500 MEGA OHMS MIN. INITIAL
: ) ' AFTER 500V DC FOR 1 MINUTE.
FRONT VIEW RIGHT SIDE VIEW BACK VIEW CONTACT RESISTANCE: SINGLE TERMINAL 30 MILLIOHMS MAX.
~ ~ INITIAL 50 MILLIOHMS MAX. AFTER
3.47 —5.06 DURABILITY TEST.
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BOTTOM VIEW RECOMMENDED PCB LAYOUT
VIEWED FROM COMPONENT SIDE
B
TITLE: SIZE UNITS GENERAL TOLERANCES | APPROVED BY:
4PAC ToIT 4 %8 A4 MMI[INCH] UNLESS SPECIFIED JP.Gong
7S\ 3 g PART NO.: SACLE | REV +0.35 °1+3.0° CHECKED BY:
NXEBFEBIRAS] - XU X £9. '
WV O L g 2oy Wo'u Elecironic Toeh.Corted,  SYTS52111441WAIDYI017 | 11 A x2030 | xx20° TW.Xu »
REMARK: SHEET | . xx+0.25 XX°+1.5° DESIGND BY:
11 P Xxx£0.10 XXX°+1.0° ZG.Hu
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